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38032

                  38032

            160A             160A

          600V AC           690V AC

                  100kA

                1                 1
        8-2/0AWG         10-70mm2

        35.5lb.-in.               4Nm
                  Hex 5
                6                 6
        14-6 AWG         2.5-16mm2

          17.5lb.-in.               2Nm
                  Hex 3

38076

Part Number:

Approvals

Current Rating

Voltage Rating

SCCR

No. of Inputs
Wire Range
Torque

Screw Type
No. of Outputs

Wire Range
Torque

Screw Type

Dimensions:

            38076

        115A           125A

    600V AC         690V AC

            100kA

          1               1
    8-2 AWG       10-35mm2

    53lb.-in.             6Nm
            Hex 4
          10               10
    14-4 AWG       2.5-16mm2

    26.5lb.-in.             3Nm
            Hex 3

38074

          38074

      175A 175A

  600V AC 690V AC

          100kA

          1 1
  6-2/0AWG 16-70mm2

    53lb.-in. 6Nm
          Hex 5
        10 10
  14-4 AWG 2.5-16mm2

  26.5lb.-in. 3Nm
          Hex 3

Copper Jumper Bar
3803221

38032

UL File E98082 UL File E98082 UL File E98082

Accessories: Copper Jumper Bar
                    (6x15 mm)
Part No:         3803221 for 2 Blocks
                    3803231 for 3 Blocks
                    3803241 for 4 Blocks
                    can be cut

38032

One Phase Power Distribution Block


