
Cross References on Normally Open 35 AMP Contactors  

Single Pole 

Coil Voltage MDI Durakool Watlow Magnecraft Adlake 

24VAC 35NO-24AT BF-7031 LD10-4000- WM35A-24A 1140-45 

120VAC 35NO-120AT BF-7032 LD10-1000- WM35A-120A Series 

208VAC 35NO-220AT BF-7033 LD10-5000- WM35A-208A  

240VAC 35NO-220AT BF-7034 LD10-2000- WM35A-240A  

277VAC 35NO-277AT BF-7035 LD10-8000- WM35A-277A  

480VAC 35NO-480AT BF-7036 LD10-3000- WM35A-480A  

 

Two Pole 

Coil Voltage MDI Durakool Watlow Magnecraft Adlake 

24VAC 235NO-24AT BF2-7026 LD20-4000- WM35AA-24A 1123-100 

120VAC 235NO-120AT BF2-7027 LD20-1000- WM35AA-120A Series 

208VAC 235NO-220AT BF2-7028 LD20-5000- WM35AA-208A  

240VAC 235NO-220AT BF2-7029 LD20-2000- WM35AA-240A  

277VAC 235NO-277AT BF2-7030 LD20-8000- WM35AA-277A  

480VAC 235NO-480AT BF2-7031 LD20-3000- WM35AA-480A  

 

Three Pole 

Coil Voltage MDI Durakool Watlow Magnecraft Adlake 

24VAC 335NO-24AT BF3-7023 LD30-4000- WM35AAA-24A 1133-100 

120VAC 335NO-120AT BF3-7024 LD30-1000- WM35AAA-120A Series 

208VAC 335NO-220AT BF3-7025 LD30-5000- WM35AAA-208A  

240VAC 335NO-220AT BF3-7026 LD30-2000- WM35AAA-240A  

277VAC 335NO-277AT BF3-7027 LD30-8000- WM35AAA-277A  

480VAC 335NO-480AT BF3-7028 LD30-3000- WM35AAA-480A  

 

For normally closed units, the ‘NO’ in MDI’s Part No. changes to ‘NC’.  

For DC coils the ‘A’ in MDI’s Part No. changes to ‘D’. 

The letter ‘T’ after the suffix ‘A’ or ‘D’ in MDI’s part number indicates both load terminals on top of the 

tube. (35 Amp Models only) 

 

 

 

 

 



Cross References on Normally Open 100 AMP Contactors  

Single Pole 

Coil Voltage MDI Durakool 

24VAC 100NO-24A CFC-717 

120VAC 100NO-120A CFC-718 

208VAC 100NO-220A CFC-719 

240VAC 100NO-220A CFC-720 

277VAC 100NO-277A CFC-721 

24VDC 100NO-24D CFC-723 

 

Two Pole 

Coil Voltage MDI Durakool 

24VAC 2100NO-24A CFC2-726 

120VAC 2100NO-120A CFC2-727 

208VAC 2100NO-220A CFC2-728 

240VAC 2100NO-220A CFC2-729 

277VAC 2100NO-277A CFC2-730 

24VDC 2100NO-24D CFC2-733 

 

Three Pole 

Coil Voltage MDI Durakool 

24VAC 3100NO-24A CFC3-707 

120VAC 3100NO-120A CFC3-708 

208VAC 3100NO-220A CFC3-709 

240VAC 3100NO-220A CFC3-710 

277VAC 3100NO-277A CFC3-711 

480VAC 3100NO-480A CFC3-713 

115VAC 3100NO-120A CFC3-381 (60 Hz) 

115VAC 3100NO-120A CFC3-383 (50 Hz) 

24VDC 3100NO-24D CFC3-387 

 

 

 

 

 

 

 

 



Cross References on Normally Open 60 AMP Contactors  

Single Pole 

Coil Voltage MDI Durakool Watlo Magnecraft Adlake 

24VAC 60NO-24A BFC-716 MD10-4000- WM60A-24A 1101-87 

120VAC 60NO-120A BFC-717 MD10-1000- WM60A-120A Series 

208VAC 60NO-220A BFC-718 MD10-5000- WM60A-208A  

240VAC 60NO-220A BFC-719 MD10-2000- WM60A-240A  

277VAC 60NO-277A BFC-720 MD10-8000- WM60A-277A  

480VAC 60NO-480A BFC-721 MD10-3000- WM60A-480A  

 

Two Pole 

Coil Voltage MDI Durakool Watlo Magnecraft Adlake 

24VAC 260NO-24A BFC2-726 MD20-4000- WM60AA-24A 1123-87 

120VAC 260NO-120A BFC2-727 MD20-1000- WM60AA-120A Series 

208VAC 260NO-220A BFC2-728 MD20-5000- WM60AA-208A  

240VAC 260NO-220A BFC2-729 MD20-2000- WM60AA-240A  

277VAC 260NO-277A BFC2-730 MD20-8000- WM60AA-277A  

480VAC 260NO-480A BFC2-731 MD20-3000- WM60AA-480A  

 

Three Pole 

Coil Voltage MDI Durakool Watlo Magnecraft Adlake 

24VAC 360NO-24A BFC3-707 MD30-4000- WM60AAA-24A  

120VAC 360NO-120A BFC3-708 MD30-1000- WM60AAA-120A  

208VAC 360NO-220A BFC3-709 MD30-5000- WM60AAA-208A  

240VAC 360NO-220A BFC3-710 MD30-2000- WM60AAA-240A  

277VAC 360NO-277A BFC3-711 MD30-8000- WM60AAA-277A  

480VAC 360NO-480A BFC3-712 MD30-3000- WM60AAA-480A  

 

For normally closed units, the ‘No.’ in MDI’s part No. changes to ‘NC’. 

For DC coils the ‘A’ in MDI’s part No. changes to ‘D’.  


